

















4CH NVR
CVN-HDO4

-13 4cn. HIII

V4ACH Standalone Linux Embedded NVR

v+ +LJK SUR0OOH &RPSUHVVLRQ
vHDMI(1920x1080) and VGA Display

v4CH Audio Input & 1CH Audio Output

vDigital zoom in Live & Playback mode

vMax. x64 Search & Playback speed

vBuilt-in Web server

vAndroid, iPhone 3G/4G Mobile viewing support
vDDNS and CMS support

VRS-485, PoE support (Plug & Play)

vDual streamingONVIF support

ACCESSORY

CXP-P100 CMF-24H0

CXB-B1000W

CXB-H1000N

TOTAL SECURITY SOLUTION PROVIDER

PRODUCT SPECIFICATION

Video
Input IP Camera 4 (20Mbps)
Resolution Max. 1920x1080
Output Main Monitor VGA and HDMI
Sub Monitor CVBS
Audio
IP Camera (Network) 4
Input /IRFDO ,QSXW FK 5&%
a FK 2SWLRQ &DEQOH
Output Local Output (RCA) 1
Audio Codec G.711
Event
Sensor Input IP Camera (Network) 4
Local Input (Terminal Block) 4
Local Alarm Output (Terminal Block)
Motion Detection (from IP Camera) YES
Serial
RS-232C / RS-485 YES
Network
Private (IP Camera, Auto Connection) 4 POE

LAN (IP Camera, Remote Access)

10/100 BASE-T

Protocol

TCP/IP, UDP, DHCP, HTTP, NTP, SMTP,
RTP, RTSP, ONVIF

Live

Frame Rate (Sub Stream)

120/100FPS

Recording

Compression

H.264 (Baseline, Main, High Profile)

Resolution&Frame Rate |D1/ 720p / 1080p

120fps

Recording Mode

Continuous / Motion / Sensor / Schedule / Manual

Pre Recording

Max. 20 Minutes

Post Recording

Max. 60 Seconds

Playback

Search

Quick Search, Date/Time, Event, Archive, Log

Multi-Decoding

1,4

Playback Speed
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Back-up

Back-up Media

USB drive, External HDD, Network

File Format

BMP, AVI, Proprietary Format

Huge Back-up

Yes (Max. 24 hours)

Storage
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HDD Internal HDDs 2
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General
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Weight (Gross weight)

4.1 Kgs(6.2 Kgs)

Dimension (W x H x D)

380mm x 340mm x 72mm
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